
FLC
LED Explosion Proof Light
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Certifications:
Ambient Temperature:

IP66

T6: -20℃ to 40℃ (-4℉ to 104℉) 

IK10

EN 60079-0 EN-60079-31 EN-60079-18

EN-60079:

II2 G Ex op is eb mb IIC T5/T6 Gb

II2 D Ex op is tb IIIC T95/80 Db T5: -40℃ to 60℃ (-40℉ to 140℉) 
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Key Features:

0-10V dimming.

Beam angles are optional form 40°, 60° and 90°.

Best-in-class efficacy is up to 130 lumens per watt.

Great impact resistance with IK10 certified.

Professional light distribution design delivers uniform and comfortable lighting.
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LED Explosion Proof Light - FLC

Standard Materials:

Housing: Die-cast aluminum and A6061

Cover: Fireproof transparent PC
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Catalog Number Logic:

PRODUCT CATEGORY

INPUT VOLTAGE

TRANSPARENT MATERIAL

Explosion proof light

HOUSING COLOR
2200K-7000K

EX - xxxW - FLCx - A Z D A

WATTAGE
20W/40W
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3 PRODUCT SERIES
FLC2

6 BEAM ANGLE
D40= 40°

D60= 60°

D90= 90°

AC100-277V, 50/60Hz

DC36V

50W-80W

FLC4

FLC5

Technical Data:

Model

EX-xxxW-FLC2 AZDA

EX-xxxW-FLC4 AZDA

EX-xxxW-FLC5 AZDA

20W/40W

50W/80W

50W/80W

AC100-277V or DC36V 2,600/5,200

6,500/10,400

130 >70

>70

>70

2700K-6500K

Wattage Operating Voltage Total Lumens
(lm)

CRI CCTEfficacy

2700K-6500K

2700K-6500K

130

130

(lm/W)

6,500/10,400

AC100-277V or DC36V

AC100-277V or DC36V

0-10 V

Dimming

0-10 V

0-10 V

Dimensions:
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30.9inch

EX-xxxW-FLC2
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EX-xxxW-FLC4
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Packing Information:

7.5 kg/ 16.53 lbs 9.5 kg/ 20.94 lbs6.30x9.21x53.94inch

Model Packing Size Net Weight Gross Weight

EX-xxxW-FLC2

Quantity/Carton

1 PCS

EX-xxxW-FLC4 1 PCS 6.30x9.21x53.94inch 15 kg/ 33.07 lbs 17 kg/ 37.48 lbs

Mounting:

Bracket Surface Mounting Hook And Rope Mounting Pole Mounting

Application :

Oil and gas industry

• All petroleum production and refining

• Petroleum loading and transportation

• Petroleum storage and retail

• LNG industry

• All mining operations and service

• All types of paint facilities

• Chemical production and storage

• Ocean platform operation facilities

• Aerospace clean room and production

• Ocean vessel operations

• Steel and aluminum factories

• Pumping stations in any environment

• Metal smelting, foundry and fabrication

• Flour and fine particle production and storage

• Food and distilling production

• Alcohol industry
Other high humidity, high dust, high

temperature, vapor locations.

Chemical industry

Ocean, marine and aerospace field

Metal treatment

Food and alcohol industry

LED Explosion Proof Light - FLC
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